County of San Diego, Planning & Development Services
CUTTING NOTCHING AND BORING OF FLOOR JOISTS
BUILDING DIVISION

This shest portrays the requirements regarding cutting, notching and baring of floor
joists and studs contained in Sectlon 2320.8.3 of the 1987 UBC.

A. CUTTING, NOTCHING & BORING OF WOOD FLOOR JOISTS
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B. BORED HOLES IN WOOD STUDS (Section 2320.11.10) length 3' &%) Max hol
Bearing Walks - imum siza hole
Any wood stud may be bored not in excess of 40% of the stud width, in double stud and double
Borings shall not be made at the same section of a stud where a cut or notch has trimmer (See Table No. 2)
?::;':f:’: Stud Max. Diamater Min. Edge Distance TYPICAL WINDOW DETAIL IN 2" x 4" STUD BEARING WALL
' Size of Bered Hole After Boring
Ly 1-348° 5/8" each side of hole %
. 2"x @ 2-3M16" 5i8" mach side of hole . )
::;r::“nng::]:n of 60% of the stud wicth in either (1) non beark with he Pi?:gmgﬂ:d
may not in excess of 60% of the stud width in sither (1) non bearing q{ﬂﬂb i @) where edge distance
stud walls, o (2) bearing walls where studs are doubled and nol more than wo :“g:;“’,_‘”:"'““" is lass than 1-1/4" >
such successive doubled studs are so bored. Minimum 58° i 10 hole.
Barings shall nat be made &l the same section where a cut of nolch has been mada. Edge Distance | | ‘% _\%
Table No. 2 Stud May. Diametar Min. Edge Distance Typ) —1 ¢ Bored hol
Size of Bored Hole After Boring /1. Mn!':-a . oles 3;‘: pe \ %
g::g: 1'15'3“ %:“asmﬂm |1 least a stud width r‘/ (
5y 6 314 5E :ach gide of hole oy -1 from a cut or nofch, 4 /% =~ Ll %
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C. CUTTING AND NOTCHING WOOD STUDS (Section 2320.11.5) ‘I % % r ~.
?9::,3 w;"‘ Stud Max, Depth of Min. Wood Width Soyedholes wo/) 1 \I (
Lol Size Edge Cutor Nolch  Remaining After Cut or Notch ’a?— bmegmm |W:|" L~ ~1/
2" 5 4" a" 2.5/8" iamel
2y B° 1-a/@" 4-1/8" of the largest hale. ~LV )
Non Bearing Walls )
Tobis No. 4 Stud Max, Depth of Min. Wood Widih ,d?' ,
tor N Remaining After Cut or Nolch Baaring Partitions with Doubled Studs] IF ANY NUMBER OF SINGLE STUDS OR
2.5':;. Edge 0"1..”' okh  Remaining 1'_?,2. : F ONLY TWO SUCCESSIVE DOUBLED DOUBLED STUDS IN NON BEARING PARTITIONS
FeE ol vl L STUDS NEED TO BE BORED, THEN TABLE ~ NEED TO BE BORED, THEN TABLE
5 6" 2-1/8° 3.3/8" NO. 2 DATA APPLIES. NO. 2 DATA APPLIES.
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